
DSP 600 Multiroom application for 6 rooms or zones:  
 

Room 1: 1000 W Amp power (LoZ), WLAN Touch PC, wall mounted 

Room 2: 1000 W max. Power, (LoZ and 100 V), Desktop PC, LAN 

Room 3: 500 W max. Power (LoZ), LAN Touch Panel, wall mounted 

Room 4: 500 W max. Power (100V), Mini touch panel, WLAN 

Room 5: 500 W max. Power (100 V), controlled via Main Touch PC 

Room 6, 500 W max. Power (100V), controlled via Main Touch PC 

Router LAN / WLAN 

Foyer, Reception 
Touch PC 

DSP 600 – Multiroom / Zone mixing application  
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Analog B In Analog A In 

DVD Stereo Digital Audio 

PC Line Out (MP 3 / WAV / Webradio) 

CD / Tuner Microphone 

AES / EBU Digital In ETHERNET 

Analog Out 1 - 6 

Room 2  

PC,  LAN, desktop version 

Mini touch panel, WLAN, 
wall mounted and mobile 

Room 4  

Room 3  

Touch panel, LAN, in wall mounted 

Room 1  

Touch PC, WLAN, wall mounted 

Room 5  

Default level 
and source, 
controlled at 
reception 

Room 6  

Default level 
and source, 
controlled at 
reception 

iPhone remote 
(Future project) 

PDA Remote 
via WLAN 

(Windows CE) 

Optional: 

Room Control via:  


